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Picture/Display
• Digital deflection
• Display screen type: Real Flat picture tube
• Factory Preload Modes: 10 modes
• Dot pitch: 0.25 mm
• Factory Preset Modes: 8 modes
• GTF
• Horizontal Scanning Frequency: 30 - 71 kHz
• Dot Pitch (horizontal): 0.21 mm
• Maximum Resolution: 1280 x 1024 @ 60 Hz
• Panel Size: 17"/ 41 cm
• Recommended Display Area(inch): 12" x 9"
• Recommended display area(mm): 306 x 230 mm
• Recommended Refresh Rate: 85 Hz
• Recommended Resolution: 1024 x 768 @ 85 Hz
• Factory Preset Mode: 1024 x 768 @ 75 Hz, 1024 

x 768 @ 85 Hz, 1280 x 1024 @ 60 Hz, 640 x 
480 @ 60 Hz, 640 x 480 @ 85Hz, 720 x 
400 @ 70 Hz, 800 x 600 @ 75 Hz, 800 x 
600 @ 85 Hz

• sRGB
• Phosphor: P22
• Vertical Scanning Frequency: 50 - 160 Hz
• Screen enhancement: Anti-glare Polarizer, Anti-

Reflection, Anti-Static, High Brightness, High 
Contrast

• Video Dot Rate: 110 MHz
• White Chromaticity, 6500K: x = 0.313 / y = 0.329
• White Chromaticity, 9300K: x = 0.283 / y = 0.297

Connectivity
• Cable Connection: AC Power in
• Cables: D-sub Video Cable, Power Cord
• Sync input impedance: 2.2k ohm
• Video input impedance: 75 ohm
• Video input signal levels: 0.7 Vpp
• Video Sync Input Signal: Separate Sync
• Video Sync Polarities: Positive and Negative

Convenience
• Convenience Enhancements: Menu Languages, 

On-screen Display
• Monitor Controls: Bright Direct Access, Contrast 

Direct Access, High Bright Hotkey, Menu, Power 
On/Off

• Swivel: +/- 90°
• Tilt: -5° to 13°
• OSD Languages: English, Simplified Chinese
• Plug & Play Compatibility: DDC 2B, Windows 98/

ME/2000/XP/Vista
• Regulatory Approvals: CCC, CECP, MPR-II, Low 

Emission

Accessories
• User Manual
• Included Accessories: AC Power Cord

Dimensions
• Temperature range (operation): 0°C to 40°C
• Temperature range (storage): -25°C to 65°C
• Set dimensions (W x H x D): 

397 x 382 x 423.5 mm
• Set dimensions in inch (W x H x D): 

15.6 x 15 x 16.7 inch
• Set weight: 13.5 kg
• Set weight (lb): 29.7 lb
• Weight incl. Packaging: 15.8 kg
• Weight incl. Packaging (lb): 34.83
• Box dimensions (W x H x D): 

460 x 450 x 526 mm
• Box dimensions in inch (W x H x D): 

18.11 x 17.72 x 20.71 inch

Power
• Consumption: 62 W (Typical)
• Off Mode: around 1 W
• Power LED indicator: Off - Flashing Green, 

Operation - green
• Power supply: Built-in, 100-264 VAC, 50/60 Hz
•

CRT monitor
17" real flat XGA
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